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1. SCOPE: 
 
 1.1 Title: Organotin Antifouling Materials; identify 

 
2. REFERENCES:  
 

a. None. 
 

3. REQUIREMENTS: 
  
 3.1 Consider antifouling coatings/materials to contain organotin, unless 
it can be established by historical data such as paint history records, 
docking reports, NAVSEA listings to be non-organotin based 
coatings/materials. 
 
  3.1.1 Sample and analyze antifouling coatings/materials for 
identifying of organotin. 
 
  3.1.2 Submit four legible copies of a report listing results of the 
laboratory analysis to NAVSHIPREPFAC within three working days of any such 
testing. 
 
 3.2 When antifouling coatings/materials contain organotin, do not 
accomplish any work associated with application, removal, or disturbance of 
organotin antifouling coatings/materials.  NAVSHIPREPFAC may issue additional 
requirements for control, clean-up, safety precautions and environmental 
practices of organotin antifouling coatings/materials handling. 
 
4. NOTES: 
 
 4.1 Organotin paints may be used as antifouling coatings for aluminum 
underwater hulls to extend operating cycles and improve fuel efficiency. 
 
 4.2 Organotin antifouling rubbers are used in some sonar domes and in 
other applications where rubber sheets that are resistant to marine fouling 
are desired. 
 


